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Transportation / InstallationArea of Application / MediaCharacteristic

Product-Data Sheet - 11.2021Type Series

Material Documentation Sheet

E10  diesel /
fuel oil / mineral oil

Tank Heating 400 V AC, 50 Hz - 4,5 to 7,5 kW

E5
flash point > 55°C
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Krampitz Maschinentank GmbH | Dannenberger Str. 15 | D-21368 Dahlenburg | Telephone: +49(0)3901/3088-100 | Telefax: +49(0)3901/3088-131
www.krampitz.de

Approval

operating instruction 1x English

Information: The application of the tank heating effectively prevents the paraffin dispersion of the light fuel 
oil at descent of temperature and keeps the pumping and jetting viscosity of oils within the range for intake.

electrical connection 400 V AC

tank heating power voltage depth of 
immersion

tank capacity control box

type kW V litre type

AE 820 4,5 400 variable up to  

max.

2.000 mm

up to 30.000 AE 821

AE 830 6,0 400 up to 60.000 AE 831

AE 840 7,5 400 up to 100,000 AE 841

pos. description

1 connecting head with flange

2 safety chain

3 connection line

4 connecting head of heater 

5 safety temperature limiter

6 temperature regulator

* requires installation opening

connecting head
terminal box

heater-
connecting head

heating

regulator-
sensor (+8°C)
temperature 
limiter (+50°C)
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