
KTD-(Standard)

Storage tank

Special

criteria
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Headquarters
Lüneburger Str. 7
21368 Dahlenburg
Deutschland

Fax: +49(0)5851-944321

Krampitz International & Partner doo

Zmaj Jove Jovanovica 91
BIH-74450 Brod

Bosna i Hercegovina

TTE-(EBZ/UR)

Day tank

Supply tanks
Machine tanks and storage tanks for liquid medium 

such as fuel, mineral oils, urea and aqueous solutions

www.krampitz.de
Tel.: +49(0)3901-3088100

Fax: +49(0)3901-3088131

E-Mail: info@krampitz.ba

1.

a.

b. Day tank single walled standard  

Day tank single walled EBZ 1-3/UR  

Day tank single walled EBZ 1-3/UR 

Day tank single-walled UR
with columns and wall brackets (7 standard sizes)

Day tank, single walled

Day tank series, single walled, extra large

TTE-(Standard) A 100 l - 1 950 l

100 l - 1 950 l

100 l - 1 950 l

100 l - 1 950 l

100 l - 1 950 l

TTE-A

TTE-B

TTE-C

Z-38.11-86

Z-38.11-86

Z-38.11-86

Z-38.11-86

Z-38.11-86

diesel Gen-Set

advance 
昀氀ow pipe

TTE or TTE-XL daily storage tank

DIBt

DIBt

2.

Day tank series, single 
walled - XL standard

Day tank series, single walled

TTE-XL-(Standard) 2 500 l - 9 000 l Z-38.11-127

diesel Gen-Set

suction pipe

storage tank without advance 昀氀ow

DIBt

3.

Day tank double walled standard

Day tank double walled series

TTD 250 l - 1 950 l Z-38.12-23 tank car

machine room

TTD-500 day fuel tank double wall
on stand column

diesel Gen-Set

DIBt

4.

6.

5.  

Storage tank series single wall standard (17 standard sizes)

Flat fuel storage tank series, double-walled for mounting 
machine sets and for installation in machine containers

Flat fuel storage tank series, double-walled for mounting 
machine sets and for installation in machine containers

KTE-(Standard)

KTD-FL

KTD-(Standard)

950 l - 50 000 l

2 000 l - 12 000 l

950 l - 50 000 l

Z-38.11-143

Z-38.12-23

Z-38.12-23

diesel Gen-Set

Machine room
Z-PK 
pump-
combination
(optional)

KTD-6 000 storage tank double wall

DIBt

DIBt

DIBt



Besondere 

Einsatzkriterien
MaterialAufstellung
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No.

7.

8.

9.

Storage tank series double-walled indoor installation (10 standard sizes)

Storage tank series double-walled indoor installation (10 standard sizes)

Storage tank series double-walled outdoor installation (10 standard sizes)

KTD-FE-A-EBZ 1

KTD-FE-A-EBZ 3 with baf昀氀e

KTD-FE-A-UR

KTD-FHW-A

KTD-FE-I-EBZ 1-3 

KTD-FE-I-EBZ 2+3 with baf昀氀e

KTD-FE-I-UR 

KTD-FHW-I

KTD-F-XL-EBZ 1  

KTD-F-XL-EBZ 3  

KTD-F-XL-UR  

KTD-F-XL-HW (special static analysis)

1 000 l - 40 000 l

1 000 l - 40 000 l

1 000 l - 40 000 l

5 000 l - 40 000 l

1 000 l - 40 000 l

1 000 l - 40 000 l

1 000 l - 40 000 l

5 000 l - 40 000 l

25 000 l - 96 000 l

25 000 l - 96 000 l

25 000 l - 96 000 l

40 000 l

Z-38.12-312

Z-38.12-312

Z-38.12-312

Z-38.12-312

Z-38.12-312

Z-38.12-312

Z-38.12-312

Z-38.12-312

DIBt

DIBt

DIBt

Z-38.12-312

Z-38.12-312

Z-38.12-312

Z-38.12-312

Volume (Ltr.) Approvals Zapfsäulenart VerwendungsschemaArt.No.Designation
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diesel Gen-Set

TTE-250 day fuel tank 
single wall with catch sump

machine room

tank storage room

controler

Z-PK 
pump-

combination

KTD-20 000 
storage tank double wall

diesel Gen-Set

TTE-250 day fuel 
tank single wall
with catch sump

machine room

controler

KTD-F 24 000 
storage tank freeland double wall

tank car

Z-PK 
pump-

combination

10. Flat fuel storage tank container series, double-walled for assembly
of machine containers on the tank roof standard ISO width 
(9 standard sizes)

KCD-FL 4 100 l - 29 300 l

DIBt

DIBt

DIBt

Z-38.12-312

11.

12.

Flat, extra-wide fuel storage container XL series, double-walled for
Installation of machine containers on the tank roof
Extra wide dimensions (9 standard sizes)

Storage tank container series double-walled with CSC-ISO transport frame

KCD-FL-XL (special static analysis)

KCD-ST-ISO-EBZ 1-B+C

KCD-ST-ISO-EBZ 3-B+C

KCD-ST-ISO-UR-B+C

KCD-ST-ISO-HW (special static analysis)

5 200 l - 36 600 l

10 700 l - 63 400 l

10 700 l - 63 400 l

10 700 l - 63 400 l

10 700 l - 63 400 l

Z-38.12-312

Z-38.12-312

Z-38.12-312

Z-38.12-312

Z-38.12-312

10 ft. = 2991 (L) x 2438 (B) x 2438 (H) mm 
20 ft. = 6058 (L) x 2438 (B) x 2438 (H) mm 
40 ft. = 12192 (L) x 2438 (B) x 2438 (H) mm

storage tank double wall diesel Gen-set

compressor unitpump unit

Legend:

High water (HW), Earthquake zone 1 (EBZ 1), Earthquake zone 3 (EBZ 3), 
Urea (UR), Standard (A), Earthquake zone 1 (B), Earthquake zone 2+3 (C)

DIBt:   Deusches Institut für Bautechnik
CSC:   Internationales Übereinkommen über sichere Container (Internationale Transportzulassung für Schiff, Zug, LKW)

DIVV GL:  Det Norske Veritas   Germanischer Loyd

DIBt

13. Storage tank container series double-walled with CSC-ISO transport 
frame with integrated machine room

KCD-MA1-HC-EBZ 1 

KCD-MA1-HC-EBZ 3

KCD-MA1-HC-UR 

KCD-MA1-HC-HW (special static analysis) 

KCD-MA2-HC-EBZ 1 

KCD-MA2-HC-EBZ 3

KCD-MA2-HC-UR 

KCD-MA2-HC-HW (special static analysis) 

KCD-MA3-HC-EBZ 1

KCD-MA3-HC-EBZ 3

KCD-MA3-HC-UR

KCD-MA3-HC-HW (special static analysis) 

24 600 l - 36 100 l

24 600 l - 36 100 l

24 600 l - 36 100 l

24 600 l - 36 100 l

24 600 l - 36 100 l

24 600 l - 36 100 l

24 600 l - 36 100 l

24 600 l - 36 100 l

24 600 l - 36 100 l

24 600 l - 36 100 l

24 600 l - 36 100 l

24 600 l - 36 100 l

MA2

MA4

Z-38.12-312

Z-38.12-312

Z-38.12-312

Z-38.12-312

Z-38.12-312

Z-38.12-312

Z-38.12-312

Z-38.12-312

Z-38.12-312

Z-38.12-312

Z-38.12-312

Z-38.12-312

10 ft. = 2991 (L) x 2438 (B) x 2896 (H) mm 
20 ft. = 6058 (L) x 2438 (B) x 2896 (H) mm 
40 ft. = 12192 (L) x 2438 (B) x 2896 (H) mm

engine room depth: 
MA1= 1000 mm 
MA2= 2000 mm 
MA4= 4000 mm

notation Flood HW Earthquake zone 1 Earthquake zone 3 urea General

applicable

not applicable

applicable with special static analysis

MA1

Engine room


