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•  Optimal  space-to-volume  ratio  due  to  cubic  design

Approval  Z-38.12-312

Series Product  data  sheet  -  as  of  February  2025

Immediate  use  is  possible.  Optional  features  include  stainless  steel  
construction,  electric  heating,  and  a  heating  register  for  process  heat  
utilization.  The  KTD-F  is  manufactured  from  S235JR  steel  according  
to  the  general  building  authority  approval  Z-38.12-312  and  must  be  
equipped  with  a  vacuum  leak  detector.
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The  KTD-F  is  a  heavy-duty,  double-walled  steel  storage  tank  designed  
for  storing  water-polluting  substances  such  as  diesel,  heating  oil,  and  
lubricating  oils.  It  is  installed  on  a  level  and  load-bearing  surface.  The  
KTD-F  can  be  easily  transported  using  a  forklift  or  crane.  The  KTD-F  
comes  with  a  comprehensive  standard  equipment  package  that  includes...

•  Sealing  the  tank  openings  with  a  cover  to  protect  against  moisture  and  vandalism

SheetdocumentationPermit

Steel  S235JR

Advantages  of  this  system  
include:  •  high  static  strength  and  double-walled  construction

KTD-FA-10-B

•  Newly  designed  base  assembly  for  foundation  fastening  using  adhesive  anchors  (provided  by  the  customer)

Certificate  (1x)  German

material

General  building  regulations

KTD-FAB
Double-walled  storage  tank  -  outdoor  installation
including  80  mm  thermal  insulation

corresponds  to  KTD-FE  in  approval  Z-38.12-312  Annex  3  Page  1/3

Technical  specifications  subject  to  change  without  notice.

Lineup

double-walled

E3  cleaned,  

portable

E20

Thermally  insulated

E8E19E2

Characteristic Area  of  application /  Media

E12  Basic

hazardous  to  water
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Field  deploymentFlash  point  >55°C
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Please  note:  Transport  only  when  empty  and  clean!
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length

Technical  specifications  subject  to  change  without  notice.

Total  width
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4.)  Multifix  point

Sheet

2,785

2,035

length

2205

KTD-FA-20-B

7280

-  4  heavy-duty  crane  eyes  for  lifting  when  empty  (two  crane  eyes  for  

up  to  5000  liters)

1250

1250

2380

2,785

Career  ladder

5  connection  flanges  for  flange  adapter  DN  160  (AØ  240)

1,770

1030

-  5  flange  adapters,  each  with  2  sockets  
2"  (4  flanges  for  KTD-FA-1-B)

KTD-FA-15-B

5.)  Revision  opening
Special  equipment:

2180

2380

2000 2,785

1500

KTD-FA-10-B

2000

Steel  S235JR

1500

2380

1680

KTD-FA-7-B

-  Gas  spring,  padlock
-  Roof  assembly  consisting  of:

1000

1000

2,785

Width

Product  data  sheet  -  as  of  February  2025

Interior:  raw,  oiled

-  Frame  including  lid

1000

4180

2380

2180

10770  10280

Blanking  plate  (incl.  screws,  washers,  nuts)

1500

Series

4000

2000

-  Foam  rubber  square  profile  8  x  12  mm,  self-adhesive

-  Exterior:  Coating  LA-3,  RAL  7032

2380

-  2  pipe  penetrations  300  x  100  mm  with

-  incl.  washers,  nuts

1835

Optional  accessories:

835

5140

3180

Robust,  cubic,  double-walled  steel  body

5380

2000

-  Dome  access  DN  600  with  dome  cover

2000

2000

2000

100%
volume

2000

-  Hood  element,  consisting  of:

-  Painting  in  other  RAL  colors

2,785

Corrosion  protection:

3000

6375

1025

2000

5085

14590  13910

2000

-  Floor  assembly  with  continuous  longitudinal  beams  and

documentation

In  total

(Electronic  or  static)

Weight

integrated  forklift  pockets

3000

KTD-FA-5-B

volume

1000

Standard  equipment:

Height

Approval  Z-38.12-312

1180

2180

KTD-FA-2.5-B

2000

29200  27820 8000

-  Plant  control  with  additional  functions

2000

The  access  ladder  is  not  needed  with  thermal  insulation.

-  Inner  coating

2,285

Width

KTD-FA-1.5-B

8180

In  total

2000

-  Thermal  insulation  80  mm

KTD-FA-1-B

20005680

8425

1380

1380

1095

material

length

1335

2380

Burst  protection  115  mm

2670

3655

-  Additional  level  sensors

S235JR

2.)  Flange  DN  160

mm mm  kg  (approx.)

1.)  Hood  element

2/3

1880

1660

-  Type  plate

3.)  Sleeve  2"

Certificate  of  competence  (1x  German)

2,785

mm mm

KTD-FA-30-B

40320  38390  11000  11180

In  total

KTD-FA-40-B

1560

Item  No.

Height

2510

mm

95%

7.)  Vacuum  leak  detector

5500

Filters,  pumps,  electric  tank  heater

Permit

2,785

6950

6.)  Burst  protection

Lashing  eyes

General  building  regulations

2000 2000

1380

Tank  type

mmliter liter

(empty)

Entry  steps  in  the  tank  for  overhaul

20000  19050

-  Overfill  protection  with  horn  and  flashing  light

KTD-FAB
Double-walled  storage  tank  -  outdoor  installation
including  80  mm  thermal  insulation
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Series Product  data  sheet  -  as  of  February  2025
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-  Dome  entry  DN  500

material documentation

General  building  regulations

Permit

Steel  S235JR

Integrated  hood  frame

Special  features  KTD-FA-1-B

-  4  flanges  with  flange  adapters
DN  160  (AØ  240)  with  2  2"  sleeves  each

Approval  Z-38.12-312
Certificate  (1x)  German

including  80  mm  thermal  insulation
Double-walled  storage  tank  -  outdoor  installation

KTD-FAB
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Technical  specifications  subject  to  change  without  notice.

KTD-FA-15-B

KTD-FA-1-B

KTD-FA-10-B

Machine Translated by Google


